
Residential Water Line Flushing   
 

Why Flush?  
The subdivision performs system flushes at fire hydrants multiple 
times per year to remove mineral buildup in the system.  
 

Mineral build up in the main water line to your home needs to be 
removed on a regular basis too. It is recommended that homeowners 
perform a line flushing at their home at least once per year.  
 

Build up can greatly reduce the flow of water to your home. If not 
removed on a regular basis, it can lead to a hard substance inside of 
the pipes that can be impossible to remove by standard flushing 

methods.  
 

Measuring the flow rate of your 
water can give you a good 
indication of how much mineral 
buildup there is in the water line to 
your home.  
 

We highly recommend taking flow measurements at least 
annually. We also suggest you measure your flow rate both 
before and after having your home water line flushed.   

 

Flow Rate Measurement   
 

We have put together a Flow Rate Measurement instruction form for 
anyone wanting to do this themselves. Scott Wood, our water system 
manager, can help you with this or come out and do the annual 
measurement for you at no cost.  
 

Dig Ups  
If line flushing does not remove the hard sediment then the pipe might 
need to be physically cleaned out. It can be very costly to remove. In 
some cases the water line might need to be replaced. A basic dig up 
starts at about $1,200. If the blockage is between the curb stop valve 
and the home the homeowner pays for the dig up. If the blockage is 
between the main system water line and the curb stop valve the HOA 

pays for the dig up. Line flushing on a regular basis can greatly 
reduce the chance of needing a dig up.  
 

 
Residential Water Line Flushing  
Our website lists a few people that perform water line flushings. Our 
goal is to have a good flow rate to everyone in the neighborhood. We 
suggest that flow measurements be taken prior to and after each 
flushing. That is a great way to tell if the flushing is helping your flow 
rate stay at acceptable levels.The list of people performing flushing 
include:  
 

● Scott Wood (Scott Wood Services LLC) (Franklin Knolls 
resident and board member) – (248) 716-0810. Email 
scottwoodj@gmail.com 

● Derrick Belounega (Oakland Well and Pump) (248) 561-3878 
–  Does all the residential line flushing for Briarcliff Knolls 

 

** This contact list is not an endorsement of anyone listed here. 
It’s purpose is only to provide contact information of people that 
provide this service. Please contact us if you or your company 
would like to be included with this list.** 


